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ATTENTION: |
SUBJECTs EVALUATION OF MISSION CA75C
le CAMERA 119 VAS EMPLOYED IN MISSION CA75C FLOWN 26 AUGUST 1965.
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THE MATERIAL VAS FIELD-PROCESSED.
2. ORIGINAL NEGATIVE:
A. THE EXPOSURE WAS ADEQUATE AND THE RESOLUTION IS GOOD.
B. SR SIDE: INBOARD EDGE FOG AND STATIC ARE PRESENT INTER= 10 SEP 1955
MITTENTLY FOR THE FIRST 700 FRAMES OF THE MISSION., A BaNp oF [BTHY™""-/—

Cy No. Otfice , | Act.

DENSITY EXTENDING APPROXIMATELY 2 INCHES INTO THE FORMAT FROH:E]ﬁJ;m A
o
PARALLEL TO THE INBOARD EDGE OF THE FILM IS PRESENT FOR THE FJIRST | aowin
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1795 FRAMES. 1IT 1S NOT DETECTABLE BETWEEN FRAMES 1796 AND 2327 g?s
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BUT REAPPEARS AGAIN IN FRAME 2333 AND CONTINUES TO THE END OF o -
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MISSION. HEAT SPLICES ARE LOCATED BETVEEW FRAMES 1796/1797 Afp— "2 | —

2327/2328. AN ADDITIONAL 23 HEAT SPLICES ARE LOCATED rnaoueugir_gﬁgiij“L?f’///

THE MISSION. A MANUFACTURER®S SPLICE IS LOCATED IN FRAME 203Fs |7 |

VAVERING PLUS DENSITY STREAKS NEAR THE INBOARD EDGE ARE PRESE ;ﬁ{: - |

INTERNITTENTLY THROUGHOUT THE WISSION. INBOARD ROLLER CHATTER [oi.

OCCYURS INTERMITTENTILY FROM HEAD TO TAIL. S __J
'C. SL SIDEs FAINT ROLLER CHATTER, EDGE FOG, AND EDGE STATIC

ARE INTERMITTENTLY PRESENT ALONG THE INBOARD EDGE FROM HEAD TO

TAIL. A MINUS DENSITY STREAK LOCATED APPROXIMATELY 8,85 INCH FROM
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AND PARALLEL 70 THE INBOARD EDGE IS PRESENT THROUGHOUT THE MISSION.
IRREGULAR PLUS DENSITY STREAKS ORIEﬂﬁiTED IN THE GENERAL DIRECTION
OF THE MAJOR AXIS ARE RANDOMLY PRESENT, OUTBOARD EDGE FOG AND
STATIC ARE PRESENT INTERMITTENTLY THROUGHOUT THE MISSION. A BAND
OF PLUS DENSITY EXTENDING APPROXIMATELY 2 t-CHES INTO THE FORMAT
AND PARALLEL TO THE INBOARD EDGE OF THE g&LM IS PRESENT FOR THE
FIRST 133 FRAMES., IT REAPPEARS IN FRAME 1838 AND CONTINUES TO THE
END OF THE MISSION, MANUFACTURER®S SPLICES ARE LOCATED IN FRAMES
368 AND 1683, A TOTAL OF 26 HEAT SPLICES WERE NOTED.

D. BOTH SIDESs METERING WAS IRREGULAR THROUGHOUT THE MISSION.
THE SPACING BETWEEN FRAMES WAS GENERALLY EXCESSIVE (UP TO 1.4
INCHES) ON THE SR SIDE; HOWEVER, FRAMES 84/85 OVERLAPPED EACH OTHER
BY #.4 INCHES, THE SPACES BETWEEN FRAMES ON THE SL SIDE RANGED
FROM | INCH TO AN OVERLAP OF 0.3 INCHES. A TOTAL OF 159 OVERLAPS
WERE NOTED ON THIS SIDE, PLUS NUMEROUS BUTTED FRAMES. THE FIRST
TITLED FRAME ON EACH SIDE WAS 0800 AND THE LAST TITLED FRAME WAS
2654,

E. THERE WERE NO MAJOR PROCESSING ANOMALIES IN THIS MISSION.

3. POSITIVE:

A. Pl SUITABILITY IS GOOD.

B. PRINTING AND PROCESSING WERE GOOD.

C. CLOUDS DEGRADE OR OBSCURE APPROXIMATELY 20 PERCENT OF
THIS MISSION,
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